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 Ready-to-use contactless technology  

 Cost-effective smart card interfaces for the 
growing contactless market 
 

 

 
 
Small size 
 
GemEasyLink3xx and GemEasyAccess3xx are 
a new range of compact contactless couplers 
and packaged readers that go well beyond 
traditional access control needs.  
 
Thanks to their small size and integrated 
antenna, these new smart card interfaces 
are easy to integrate and suit perfectly to 
new applications in banking, identity, 
vending and transport sectors.  
 
GemEasyAccess3xx is a packaged reader 
ready to install indoors or outdoors.  
 
GemEasyLink3xx is an OEM coupler without 
housing for alternative integration 
requirements.  
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User-friendly 
 
Thanks to its proven and downloadable 
GemCore firmware, these readers provide 
the best combination of performance and 
security. 
 
High-level card selection and Mifare® 
commands, multiple operating modes and a 
user-friendly interface make the 
development of applications easier.  
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Market standards 
 
13.56 MHz technology is chosen for 
reliability and cost effectiveness when 
compared with contact smart cards and low 
frequency 125 kHz contactless technology. 
 
Gemplus readers read and write any 
ISO14443 A Mifare cards such as the 
Mifare Classic 1K / 4 K and Pro X cards. 
 
ISO14443 A/B cards can also be interfaced 
on request. 
 

Flexibilit y 
 
Gemplus is ready to adapt its readers to 
specific demands in term of casing 
customization (color, logo, etc.) or dedicated 
couplers and antennas. 
 
Contactless reader chip sets can also be 
offered for large volumes markets. 




